xisting Structure:

structure is a four-span continuous, composite plate girder structure
g 7-inch cast-in-place concretfe deck and a Z2-inch concrete overiay.

inal structure was buill in 1971 as FAT Route 90, Ssction 22-1HB-4.

9, the bridge was patched and overloid, the approach slabs were patched,

and the expansion joints were reccnstructed. In 1998, the deck and the approach
slabs were repaired, and an expansion joint and part of the north backwall were
reconstructed, In 2004, the deck approach slabs and expansion joints were repaired,
and part of the north abutment was reconstructad.
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LOCATION SKETCH

alfred benesch & company
Engineers + Surveyors « Planners
205 North Michigan Avenue, Suite 2400
Chicago, lllinois 60601
312-565-0450

benesch

Job No. 10050

DESIGN SPECIFICATIONS

2002 AASHTO Standard Specifications
for Highway Bridges, 17th Edition

DESIGN STRESSES

f'c = 3,500 psi
fy = 60,000 psf

SCOPE_OF WORK

L Bridge Deck Hydro-scarification.

2. Repalr bridge deck.

3. Repair gpproach slab.

4, Reconstruct deck joint at south abuiment with preformed jeint strip seal.
5, Reploce preformed joint seal with silicone joint seal af Pler 1

6. Place new overlay.

7. Reconstruet damaged parapet section at south end, outside shoulder.

8. Clean and reseal relief joints at end of approach slabs.

9. Clean frough under fingerplate expansion joint af north abufment.

10. Apply concrefe sealer fo top and inside face of parapels and abufment wingwalls,

approach slabs, top of Pier I, cbutment seafs ond backwalls.
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